
 

1 - Unique identification code of the product-type : 

PRB COL PRO 

2 - Intended use/es : 

Improved cementitious adhesive for internal and external tiling 
 
3 - Manufacturer : 

PRB - 16  Rue de la Tour - CS 10018 - 85150 LES ACHARDS  

4 - Authorised representative : 

Non aplicable 

5 - System/s of AVCP : 

Systems of assessment 3 

6(a) - Harmonised standard : 

EN 12004 : 2007 + A1 : 2012 

Notified body/ies : 

CSTB  N°0679 

Certificate of conformity of the factory production control N°:  / 

7- Declared performance/s : 

Essential characteristics Performances 

Reaction to fire Class E 

Bond strength, as: _ 

- initial tensile adhesion strength ≥ 1,0 N/mm² 

Durability, for : _ 

- tensile adhesion strength after heat ageing ≥ 1,0 N/mm² 

- tensile adhesion strength after water immersion ≥ 1,0 N/mm² 

- tensile adhesion strength after freeze-thaw cycles ≥ 1,0 N/mm² 

Release of dangerous substances See MSDS 

/ / 

/ / 

/ / 

// / 

/ / 

  

  

The performance of the product identified above is in conformity with the set of declared performance/s. This 
declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 
responsibility of the manufacturer identified above. 
  

 At Achards, on 09/04/2019 
 Signed for and on behalf of the manufacturer by :  
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